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COMMUNITY DEVELOPMENT DEPARTMENT
PERMIT INFORMATION  

FOR 
PATIO, SERVICE WALK OR  STOOP 

(CONCRETE or BRICK PAVER) 
 

 (847) 506‐6030          www.cityrm.org/rmcd

 
    Please schedule inspections 24 hrs. in advance 

 
Please supply us with: 

 Two (2) copies of your plat of survey with the proposed improvement(s) 
clearly shown on them 

 Include dimensions of patio, walk and stoop 
 Indicate positive grading for the site 
 Improvements are not to cause drainage to be impaired, compound 
existing problems or place entire drainage on adjacent properties. 

 
Please protect curb & sidewalk if concrete truck is to drive over them. 
 

REQUIREMENTS 
 

CONCRETE INSPECTIONS REQUIRED  CONCRETE CODE REQUIREMENTS 
  All vegetation to be removed to suitable 

bearing soil 
Prepour Inspection (after forms are placed)  4 inches of compacted stone base 

4 inches of concrete     
Final Inspection   

 
 

 PAVER INSPECTIONS REQUIRED  PAVER CODE REQUIREMENTS 
Base Inspection   4  inches of compacted stone base 
Final Inspection   
 
Please check our webpage for contractor license, bond and certificate of insurance 
requirements.   www.cityrm.org/rmcd. 
 
Notice:  Contractor signs are strictly prohibited. 

http://www.cityrm.org/rmcd
http://www.cityrm.org/rmcd

